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For the latest and most accurate information about your filter you can find the owner’s man-
ual online. To download or view this manual, please go to https://www.aqua-exclusive.com/
manuals.

To ensure that your new filter functions properly and safely, we advise you to read this 
manual thoroughly before usage.

The illustrations provided in this document are for demonstration purposes only. All specifi-
cations and descriptions contained in this document are verified to be accurate at the time of 
printing. However, because continuous improvement is a goal at Aqua Exclusive™, we reserve 
the right to make product modifications at any time. To communicate any inaccuracies or 
omissions in this document, please send an email to: support@aqua-exclusive.com.

All information in this document and all product software is subject to copyright and other in-
tellectual property rights of Aqua Exclusive™ and its licensors. This material may not be mod-
ified, reproduced or copied, in whole or in part, without the prior written permission of Aqua 
Exclusive™. Additional information is available upon request. The following are trademarks 
or registered trademarks of Aqua Exclusive™ in the Netherlands and other countries: Green 
Line, Green Line RDF, Green Line Bio, Green Line UV-C.

SAFETY INFORMATION

• The device may only be connected to an electrical installation that meets the legal stan-
dards. A residual-current device (30 mA) and earthed wall socket are required. If in doubt, 
consult a qualified installer.

• Before commissioning, check the entire device, mains lead and plug for damage. If dam-
age is found, the device may not be used. Contact our support team about the damage.

• Keep the power plug free from moisture. Prevent water from running along the power 
lead into the socket. 

• When opening the lid/maintenance cover, the power to the device/control box must al-
ways be switched off. 

• We advice to install the filter in a dry, sheltered place. Not in direct sunlight. The filter can 
be placed outside, but this shortens the lifespan of the filter.

• The device is suitable for fresh water.
• The device is suitable for water temperatures of 4 to 40 °C. If exposed to temperatures 

outside these limits, the device must be fully isolated from the water circuit.
• Ideal temperatures range from 6-32C. Outside this temperature range, the filter material 

may loses its strength.
• The device may only be switched on when there is sufficient water flow.

If you have any questions or concerns about your filter, you can email support@aqua-exclu-
sive.com or open the live chat at www.aqua-exclusive.com. Our support team is 24/7 avail-
able to help you.
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Aqua ExclusiveTM

Green Line

With the launch of the Aqua Exclusive™ Green Line, we bring a professional and complete 
automatic filter line to the market. A very efficient en compact filter line with the latest tech-
niques in the field of water purification. This premium filter line offers exceptional perfor-
mance with very low energy consumption.

The Aqua Exclusive Green Line filter is suitable for many applications because you can com-
pose your own filter setup. The different filter parts can be ordered separately so you can 
make it suitable for your Fish farm, (koi) Pond, Natural swimming pool, (large) Aquarium or 
Aquaponics system. On top of that, this filter line is also suitable for both a gravity and pump 
fed setup.

The Aqua Exclusive Green Line consists of 3 main parts:
- Green Line Drum Filter (Mechanical Filtration)
- Green Line Bio Filter (Biological Filtration)
- Green Line UV-C system (Desinfection)

For the Green Line is no minimum flow required, but there is a maximum flow of 6,600 GPH 
(25,000 L/H).
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Figure 1:  Green Line RDF, BIO and UV-C.
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Aqua ExclusiveTMGreen Line

500.5mm
(19.7 inches)

2000mm (78.7 inches)

Figure 3: Dimensions of the Green Line.

Figure 2: Green Line water flow.

Energy efficient system

Water flows through the filter without any back pressure, in contrast to the well known pres-
sure filters like the bead/sand filters. This results in an exceptional performance with very low 
energy consumption. The Green Line is availabe in 110 and 220 Volts, 50/60Hz.

- Green Line Drum Filter (RDF): 6 Watts (259 Watts during rinse process, duration 10 seconds)
- Green Line Bio filter: 25-40 Watts (Depends on what type of air pump you use, 40-60 LPM)
- The Green Line UV-C: 208 Watts (When you use 4 lamps, each lamp 52 watts)

For a comprehensive overview of energy consumption, please refer to page 19.
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The Green Line Drum Filter (RDF) has three 4” inlets and two 4” outlets. 

The filter has a drainage channel where the dirty water comes out during the rinse process.
The drainage gutter has a 4” pipe, that can be connected to the sewer for example. 

The drum filter is equipped with two water level sensor holders and a built-in rinse pump. 
This makes the filter very compact, suitable for every setup and easy to install.

Green Line Drum Filter (RDF)

Figure 3: Green Line Drum Filter (RDF) overview.

Figure 4: Green Line Drum Filter (RDF) dimensions.

848.5mm (33.4 inches)

474mm
(18.7 inches)

520mm (20.5inches)
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1. Drain outlet 4”
2. Inlet 4”
3. Inlet 4”
4. Inlet 4”

5. Outlet 4”
6. Rinse pump cable
7. Water level sensor cable
8. Outlet 4”

Figure 5: Green Line Drum Filter (RDF) front and back view.

Figure 6: Green Line Drum Filter (RDF) overview.
1. Spray bar nozzle
2. By-pass system
3. Water level sensor holder 1
4. Drainage gutter
5. Water level sensor holder 2

6. Spray bar
7. Drum motor
8. Drum
9. Filter panel
10. Sight glass



8

Aqua ExclusiveTM Green Line BIO

The Green Line Bio Filter has two 4” inlets and six 4” outlets.

The Green Line Bio Filter is equipped with our new designed air diffusers. These air diffusers 
provide massive water displacement resulting in optimal degassing and oxygen enrichment 
of the water. With the flow meter and control valve you can set the correct air flow of 40-60 
liters per minute. This allows you, for example, to connect 2 bio filters to one air pump of 100 
liters per minute.

Green Line BIO

Figure 7: Green Line BIO overview.

Figure 8: Green Line BIO filter dimensions.

758.5mm (29.9inches)

408mm
(16.1inches)

520mm (20.5inches)
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1.  Inlet 4”
2. Inlet 4”
3. Air hose connector
4. Outlet 4” (Pump fed setup)
5. Outlet 4” (Pump fed setup)

6. Outlet 4” (Gravity setup)
7. Outlet 4” (Pump fed setup)
8. Outlet 4” (Gravity setup)
9.  Outlet 4” (Gravity setup)

Aqua ExclusiveTMGreen Line BIO

Figure 9: Green Line BIO filter front and back view.

Figure 10: Green Line BIO filter overview.
1. Air diffuser 1
2. Air flow clutch valve
3. Air flow meter

4. Stabilizer bar
5. Air diffuser 2
6. Sight glass
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Aqua ExclusiveTM Green Line UV-C

The Green Line UV-C system has four 4” inlets and six 4” outlets. There is room for 4 UV-C 
lamps. These lamps have a power of 50 watts each, that equates to a total of 200 watts. The 
polished stainless steel 316L interior of the housing reflect the UV light and makes the UV-C 
system 35% more effective.

The electrical boxes of the UV-C system can be mounted on a wall. 

Green Line UV-C

Figure 11: Green Line UV-C overview.

Figure 12: Green Line UV-C dimensions.

520mm (20.5 inches) 280mm (11 inches)

500.5mm
(19.7inches)
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Aqua ExclusiveTMGreen Line  UV-C

1.  Inlet 4”
2.  Inlet 4”
3.  Inlet 4”
4.  Inlet 4”
5.  Outlet 4” (Pump fed setup)

6. Outlet 4” (Gravity setup)
7.  Outlet 4” (Pump fed setup)
8.  Outlet 4” (Gravity setup)
9.  Outlet 4” (Pump fed setup)
10.  Outlet 4” Gravity setup)

Figure 13: Green Line UV-C front and back view.

Figure 14: Green Line UV-C overview.
1.  UV-C Electrical box
2. Quartz sleeve
3.  UV-C connector (SS 316L)

4.  Flange (SS 316L)
5.  Stainless steel housing
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The gravity setup is based on gravity, which means the water flows into the filter due to gravi-
ty. Because of this, the water level of the pond will be equal to the water level of the filter. For 
optimal operation of the filter, the water level of the pond should be close to the maximum 
water level of the filter. To keep the water circulating, a pump must be placed at the end of 
the filter line to pump water back to your pond/aquarium/fish tanks. With a gravity fed setup 
you use the lower 4” outlets at the end of your filter line.

For an example of a gravity setup, please see figure 15 on the next page.

Gravity setup

Pump Fed setup
As the name suggests, you pump water to the filter. So compared to a gravity setup you place 
the pump at the beginning of the filter line and you place the filter line above water level. 
With a pump fed setup you use the top 4” outlets at the end of your filter line. 

For an example of a pump fed setup, please see figure 16 on the next page.

Filter setup
Before you start with the installation of your filter line you need to know which setup you are 
going to use. The green line can be used for both a gravity and pump fed setup. We advice to 
use a gravity setup, because this is more energy efficient. We will explain the biggest differ-
ences of these setups below.

Aqua ExclusiveTM Installation

GREEN LINE OWNER’S MANUAL
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Figure 16: Pump fed setup overview

Figure 15: Gravity setup overview
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Aqua ExclusiveTM Installation
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The different filter parts of the Green Line are easy to connect with 110mm (4”) flexible cou-
plings. When you have a low flow, 1000 GHP for example, you probably will not use 4” pipes. 
In this case you can use flexible adapter couplings like 1” to 4” for example. Make sure that 
the different filter parts are always connected with 4” couplings, see figure 17. At the begin-
ning and end of your filter line you can use a smaller diameter, see figure 18.

Figure 17: Green Line RDF, BIO and UV-C.

Figure 18: Flexible couplings

Flexible couplings
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Rinse pump

The Green Line Drum Filter (RDF) is equipped with a built-in rinse pump. This makes the filter 
very compact and easy to install. The rinse pump is already installed in the filter.

Installing the pond/circulation pump

With a gravity setup you pump water from the filter to your pond/aquarium/fish tanks.

With a pump fed system you pump water to your filter.

On page 13 you can see some pictures of the pond/circulation pump position.

It is important to maintain the correct water level for an optimal operation of the filter sys-
tem. A lower water level will not make the system work properly and higher water levels can 
cause leaks.

Gravity setup:    
- Min.: 25mm below the max. level line (315mm) 
- Max.: bottom of the max. level line (340mm) 

Pump fed setup:
- Min.: 25mm below the max. level line (315mm)* 
- Max.: bottom of the max. level line (340mm)

*By a pump fed setup is the minimum water level of the drum filter (RDF) 120mm.

Water level

Figure 19: Max. water level line.

Max. water level line
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Installing the air pump

The air pump needs to be installed to the air hose connector at the front of the Green Line 
Bio filter. You can easily control the air flow of 40-60 liters per minute with the flow meter and 
control valve. This makes it also possible to connect 2 bio filters to one air pump of 100 liters 
per minute.

Figure 20: Air hose connector.

Figure 21: Water level sensors.

The position of the water level sensor depends on which setup you are using. For a pump fed 
setup the water level sensor should be placed upwards on the first holder, and for a gravity 
setup the water level sensor needs to be placed downwards on the second holder. See figure 
21 below.

Water level sensor

Air hose connector

Water level 
sensor holder 2
(Gravity)

Water level 
sensor holder 1
(Pump-fed)



Controlbox

1.  Socket 1
2.  On/off button
3.  Manual rinse button
4.  On/off button
5.  Socket 3
6. Socket 2
7.  On/off button
8. On/off button

9.  Socket 4
10.  Connector
11.  Connector
12.  Connector
13.  Connector
14. On/off button
15. Fuse 1
16. Fuse 2

Figure 22: Controlbox

Step 1:  Connect the plugs of the devices to the appropriate sockets on the control box,
  see figure 22.
Step 2: Insert the power plug of the control box in the appropriate socket and switch on
  the system by toggling the switch (14).
Step 3:  Hold the manual rinse button (3) for ten seconds to activate the motor and high
  pressure pump.
Step 4:  The system is now ready and will rinse automatically.

Please note: Immediately after the filter is installed/used, the rinse cycle may be very short 
and will increase in length as the contamination/floating debris decreases.

Warning: when adjusting the float the power supply must always be switched off.

Aqua ExclusiveTMInstallation

Installation 17
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Aqua ExclusiveTM Installation

Step 1:  Insert the rubber O-Ring (5) into the quartz sleeve holder (4).
Step 2:  Gently slide the quartz sleeve (4) into the flange (6) hand tight.
Step 3:  Insert the other rubber O-Ring (3) into the UV-C connector (1).
Step 4:  Put the UV bulb (2) in the UV-C connector (1) and put the connector in the 
  in the flange (6) hand tight.
Step 5: Repeat step 1 to 4 for the other UV(s).

The electrical boxes of the UV-C system can be mounted on a wall.

 Connecting the UV-C System

1.  UV-C connector (SS 316L)
2.  Bulb
3.  Rubber O-ring
4.  Quartz Sleeve
5.  Rubber O-ring
6. Flange

Figure 23: UV-C System
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Filling up the system

Step 1:  Remove the cover of the housing and check if the water level sensor is in the
  right position, see page 16.
Step 2:  Open the valves on the inlet and the outlet if present, in order to fill the filter
  system with water.
Step 3:  Let the filter fill until the correct water level has been reached.
Step 4:  Check the water level in the housing.
Step 5: Check all pipes, hoses and connections for leaks.
Step 6:  Place the lid back on the housing.

Watts (W) Ampere (A) Volt (V) Hertz (Hz)
RDF
Controlbox 6 0.05 110 50/60
Drum motor 115 1.05 110 50/60
Rinse pump 138 1.25 110 50/60
BIO
Air pump 30 0.27 110 50/60
UV-C
Bulb 52 0.47 110 50/60

Energy consumption 

Watts (W) Ampere (A) Volt (V) Hertz (Hz)
RDF
Controlbox 6 0.03 220 50/60
Drum motor 115 0.52 220 50/60
Rinse pump 138 0.63 220 50/60
BIO
Air pump 30 0.14 220 50/60
UV-C
Bulb 52 0.24 220 50/60

Connect only to a grounded type electrical outlet protect by ground-fault-circuit-interrupter 
(GFCI).

- Green Line Drum Filter (RDF): 6 Watts (259 Watts during rinse process, duration 10 seconds)
- Green Line Bio filter: 25-40 Watts (Depends on what type of air pump you use, 40-60 LPM)
- The Green Line UV-C: 208 Watts (When you use 4 lamps, each lamp 52 watts)

Green Line 110V version

Green Line 220V version
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We advice to check your filter system at least once a month. During maintenance the power 
supply must be disconnected.

Bypass activation

During maintenance or when there is a problem, the drum can be short-circuited by means 
of the bypass. 

Activation of the bypass:
Step 1:  Switch off the control box.
Step 2: Remove the blue caps from the partition wall.
Step 3: Connect the circulation pump to a 110V main outlet.

Our support team is available by mail, phone or live chat 24/7. Don’t hesitate to contact 
us when you have any questions. 

Drum Filter (RDF) maintenance

Maintenance

Bio filter maintenance

UV-C system maintenance

Check if the air flow is still correct and if the bio media is still moving properly. 

The bulbs will last for 12-14 months, after this the effectiveness will decrease significantly. We 
advice to replace the uv bulbs every year. 

Step 1:  Disconnect the power supply and close the piping.
Step 2:  Ensure that the water can drain out of the housing.
Step 3:  Turn the entire drum one revolution by hand and check the filter panel for wear
  and tear. If necessary, you can replace the filter panel, see page 21.
Step 4:  Check the drain for any filamentous algae/dirt that may have collected.
Step 5: Place the lid back on the housing and put the plug back in the socket.

Maintenance



Replacing filter panel

Once you have established that the filter panel is showing wear, it is important that you re-
place it with a new filter panel as soon as possible. This will ensure the continued optimal 
performance of the filter. Follow the steps below to replace the filter panel. 

Step 1:  Disconnect the power supply.
Step 2:  Ensure that the water can drain out of the filter.
Step 3: Remove the drain sewer, by unscrewing the two mounting screws at the front.
Step 4:  Turn the drum by hand until the fastening strip and filter panel clamps are 
  pointing upwards.
Step 5:  Remove the screws from the fastening strip.
Step 6: Loosen the filter panel clamps.
Step 7: Remove the filter panel and replace it with a new one slowly.
Step 8: Tighten the panel clamps and fastening the strip again. Check if the assembly is
  attached correctly.
Step 9: Place the drain sewer back with the two mounting screws. 
Step 10: Put the lid back on the housing.
Step 11: Finally insert the plug in the socket and hold the button for 10 seconds. The 
  motor and high pressure pump are activated again. 

Installation 21

Aqua ExclusiveTMMaintenance
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