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For the latest and most accurate information about your filter you can find the owner’s man-
ual online. To download or view this manual, please go to https://www.aqua-exclusive.com/
manuals.

To ensure that your new filter functions properly and safely, we advise you to read this 
manual thoroughly before usage.

The illustrations provided in this document are for demonstration purposes only. All specifi-
cations and descriptions contained in this document are verified to be accurate at the time of 
printing. However, because continuous improvement is a goal at Aqua Exclusive™, we reserve 
the right to make product modifications at any time. To communicate any inaccuracies or 
omissions in this document, please send an email to: support@aqua-exclusive.com.

All information in this document and all product software is subject to copyright and other in-
tellectual property rights of Aqua Exclusive™ and its licensors. This material may not be mod-
ified, reproduced or copied, in whole or in part, without the prior written permission of Aqua 
Exclusive™. Additional information is available upon request. The following are trademarks 
or registered trademarks of Aqua Exclusive™ in the Netherlands and other countries: Green 
Line, Green Line RDF, Green Line Bio, Green Line UV-C.
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Overview

1.1 What is the Green Line Trickle Filter 30?

1.2 How does the trickle filter work?

The Aqua Exclusive Green Line Trickle Filter 30 provides excellent biological filtration. This is 
a “stand alone” filter system for Aquaculture, Koi ponds, Aquaponics systems, Fish farms & 
Large aquariums. It attempts to simulate natures way of filtering water, similar to a moun-
tain stream where water cascades over rocks. This Green Line Trickle Filter (bakki shower) is 
equipped with the latest techniques in the field of water purification and offers exceptional 
performance.

If you have little debris in your pond, you can choose to use the filter without a pre-filter and 
pump the water directly to your trickle filter. If you do have a lot of debris, we advise you to 
use a pre-filter such as the Green Line RDF 30. 

Excellent performance is achieved with the Green Line Trickle Filter 30 in combination with 
the Green Line RDF 30 (Drum Filter). With little to no maintenance.

A trickle filter or bakki shower filter is a type of biological filtration system that is commonly 
used in fish farms and koi ponds. The bakki shower filter works by using a series of trays that 
are filled with a special type of filter media, often made of a ceramic blend. Water from the 
pond or aquarium is pumped up to the top of the filter and then allowed to trickle down over 
the media in the trays. The constant flow of water helps to oxygenate the media and provides 
a surface area for beneficial bacteria to colonize. These bacteria consume and break down or-
ganic waste products, such as fish waste and uneaten food, converting harmful ammonia and 
nitrite into less harmful nitrates. The filtered water then returns to the tanks or pond, helping 
to maintain good water quality. The bio media used in bakki shower filters has a unique struc-
ture that allows it to maintain a high surface area for bacterial colonization. The media is also 
resistant to clogging so you never have to clean it. Bakki shower filters are known for their 
high level of efficiency and are popular among fish farms and koi keepers who want to main-
tain pristine water conditions. A high flow can be achieved resulting in optimal degassing and 
oxygen enrichment of the water. This provides optimal conditions for the nitrifying bacteria.

1.3 What is included
• Aqua Exclusive™ Green Line Trickle Filter 30
• 24 months manufacturer’s warranty
• Lifetime customer support

Optional: Bio media, 300 liters (79.3 gallon).

The filter is delivered ready to use in five boxes. You don’t have to assemble the filter, just 
stack the 5 parts on top of each other, add the filter material and connect a pump. This 
makes it very easy to install.

4



2. Safety information
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Aqua ExclusiveTMSafety

This system may cause damage to property if you do not use it properly and in accordance 
with all safety guidelines, or if you attempt to use it for any purpose other than that for which 
it was designed. 

• Before commissioning, check the entire filter for damage. If damage is found, the filter 
may not be used. Contact our support team about the damage.

• The filter is suitable for salt/fresh water and water temperatures between +4 to +35 °C. 
• Outside this temperature range, the filter material may loses its strength and can break.

If you have any questions or concerns about your filter, you can email support@aqua-exclu-
sive.com or open the live chat at www.aqua-exclusive.com. Our support team is 24/7 avail-
able to help you.
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Aqua ExclusiveTM Installation

The Green Line Trickle Filter 30 is a part of the Aqua Exclusive Green Line. 

With the launch of the Aqua Exclusive™ Green Line, we bring a professional and complete
automatic filter line to the market. A very efficient en compact filter line with the latest tech-
niques in the field of water purification. This premium filter line offers exceptional perfor-
mance with very low energy consumption.

The Aqua Exclusive Green Line filter is suitable for many applications because you can com-
pose your own filter setup. The different filter parts can be ordered separately so you can
make it suitable for the following applications:

- Aquaculture
- Fish Farms
- Koi Ponds
- Natural ponds
- Natural swimming ponds
- Aquaponics systems
- Hydroponics systems
- Aquariums
- And more...

3. Suitable for many applications
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Aqua ExclusiveTMInstallation

In this manual we show you how to install the Green Line Trickle Filter 30 on a pond, but the 
filter is suitable for almost all freshwater applications. If you plan to install this system in a 
way that deviates significantly from the recommendations in this user manual, allow for a 
specialist to inspect the installation to ensure that all technical specifications have been met.

The filter must always be placed in a level position. The bottom of the filter must be com-
pletely supported. When positioning the filter, ensure that there is adequate space on all 
sides so that you have room to perform maintenance.

Always use high-quality pipes with an adequate wall thickness.

Always use suitable transport and lifting equipment when transporting and assembling this 
system.

4. Filter installation
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Aqua ExclusiveTM Specifications

Specifications
Model: Green Line Trickle Filter 30
Brand: Aqua Exclusive™
Product number: 300127
Model Year: 2023
Type of filtering: Biological filtration
Type of filter: Trickle Filter / Bakki Shower Filter
Water volume: Up to 60.000 Liters (15800 Gallon)
Minimum water flow: No minimum flow required
Maximum water flow: 30.000 LPH (8000 GPH)
Installation: Gravity / Pump fed setup
Filter weight: 85kg (187 lbs)
Inlet: 2x 110mm (4” inch) + flexible coupling 2” to 4”
Outlet: Waterfall
Max filter media: 3x 100 Liters (3x 26.4 Gallon)
Materials: Stainless steel 316L, Polypropylene, SBR
Suitable for: Aquaculture, Aquaponics systems, Hydroponics 

systems, Fish farms, (koi) ponds, (Large) aquari-
ums, Natural swimming pools and more!

Dimensions (Length x width x height): 1038 x 412 x 1200 mm (40.9” x 16.2” x 47.2”)
Manufacturer: Aqua Exclusive B.V.
Country of origin: Netherlands

5.2 Specifications

5.1 Filter overview

5. Green Line Trickle Filter 30 - Waterfall (Back inlet)

Figure 1: Green Line Trickle Filter 30 - Waterfall (Back inlet)
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6.1 Filter overview

Specifications
Model: Green Line Trickle Filter 30
Brand: Aqua Exclusive™
Product number: 300126
Model Year: 2023
Type of filtering: Biological filtration
Type of filter: Trickle Filter / Bakki Shower Filter
Water volume: Up to 60.000 Liters (158000 Gallon)
Minimum water flow: No minimum flow required
Maximum water flow: 30.000 LPH (8000 GPH)
Installation: Gravity / Pump fed setup
Filter weight: 85kg (187 lbs)
Inlet: 2x 110mm (4” inch) + flexible coupling 2” to 4”
Outlet: Waterfall
Max filter media: 3x 100 Liters (3x 26.4 Gallon)
Materials: Stainless steel 316L, Polypropylene, SBR
Suitable for: Aquaculture, Aquaponics systems, Hydroponics 

systems, Fish farms, (koi) ponds, (Large) aquari-
ums, Natural swimming pools and more!

Dimensions (Length x width x height): 1038 x 412 x 1200 mm (40.9” x 16.2” x 47.2”)
Manufacturer: Aqua Exclusive B.V.
Country of origin: Netherlands

6.2 Specifications

6. Green Line Trickle Filter 30 - Waterfall (Side inlet)

Figure 2: Green Line Trickle Filter 30 - Waterfall (Side inlet)
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Specifications
Model: Green Line Trickle Filter 30
Brand: Aqua Exclusive™
Product number: 300124
Model Year: 2023
Type of filtering: Biological filtration
Type of filter: Trickle Filter / Bakki Shower Filter
Water volume: Up to 60.000 Liters (15800 Gallon)
Minimum water flow: No minimum flow required
Maximum water flow: 30.000 LPH (8000 GPH)
Installation: Gravity / Pump fed setup
Filter weight: 85kg (187 lbs)
Inlet: 2x 110mm (4” inch) + flexible coupling 2” to 4”
Outlet: 3x 90mm (3” inch)
Max filter media: 3x 100 Liters (3x 26.4 Gallon)
Materials: Stainless steel 316L, Polypropylene, SBR
Suitable for: Aquaculture, Aquaponics systems, Hydroponics 

systems, Fish farms, (koi) ponds, (Large) aquari-
ums, Natural swimming pools and more!

Dimensions (Length x width x height): 1038 x 412 x 1200 mm (40.9" x 16.2" x 47.2")
Manufacturer: Aqua Exclusive B.V.
Country of origin: Netherlands

7.2 Specifications

7.1 Filter overview

7. Green Line Trickle Filter 30 (Back inlet)

Figure 3: Green Line Trickle Filter 30 (Back inlet)
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Specifications
Model: Green Line Trickle Filter 30
Brand: Aqua Exclusive™
Product number: 300123
Model Year: 2023
Type of filtering: Biological filtration
Type of filter: Trickle Filter / Bakki Shower Filter
Water volume: Up to 60.000 Liters (15800 Gallon)
Minimum water flow: No minimum flow required
Maximum water flow: 30.000 LPH (8000 GPH)
Installation: Gravity / Pump fed setup
Filter weight: 85kg (187 lbs)
Inlet: 2x 110mm (4” inch) + flexible coupling 2” to 4”
Outlet: 3x 90mm (3” inch)
Max filter media: 3x 100 Liters (3x 26.4 Gallon)
Materials: Stainless steel 316L, Polypropylene, SBR
Suitable for: Aquaculture, Aquaponics systems, Hydroponics 

systems, Fish farms, (koi) ponds, (Large) aquari-
ums, Natural swimming pools and more!

Dimensions (Length x width x height): 1038 x 412 x 1200 mm (40.9” x 16.2” x 47.2”)
Manufacturer: Aqua Exclusive B.V.
Country of origin: Netherlands

8.2 Specifications

8.1 Filter overview

8. Green Line Trickle Filter 30 (Side inlet)

Figure 4: Green Line Trickle Filter 30 (Side inlet)
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Aqua ExclusiveTM Installation

10. Pump fed setup
In a pump fed setup, a pump moves the water from the pond the filter. The water flows 
through the filter and must be able to flow freely back into the pond. These filters are there-
fore always placed above water level, otherwise the filter will overflow. 

Figure 5: Pump fed setup overview

10.1 Advantage pump fed setup

10.2 Example pump fed setup

The advantage of a pump fed setup is that the filter is quick and easy to install.

9. Pump fed or gravity setup?
Before you start with the installation you need to know how you want to install your filter. 
The Green Line Trickle Filter 30 is a pump fed filter, but can be used in combination with a 
gravity setup.

If you have little debris in the water, you can choose to use the trickle filter without a pre-filter 
and pump the water directly to your trickle filter. If you do have a lot of debris, we advise you 
to use a pre-filter such as the Green Line RDF 30. 

Excellent performance is achieved with the Green Line Trickle Filter 30 in combination with 
the Green Line RDF 30 (Drum Filter). With little to no maintenance.
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Aqua ExclusiveTMInstallation

The Green Line Trickle Filter 30 is a pump fed filter, but can be used in combination with a 
gravity setup. After the water has run through your pre-filter, in this case the Green Line RDF 
30, you pump the water back to your pond but through your trickle filter. 

A gravity fed filter works in the opposite way to a pump fed filter system, with the pump 
drawing water away from the filter either via a suction hose, or been situated in the filter’s 
final chamber. Because gravity will always keep the water levels equal, when the pump pulls 
water from the filter, pond water is replaced in the filter via the bottom drain. Gravity fed 
systems are generally more efficient when compared to pump fed systems; bottom drains 
require very little maintenance and are able to remove all pond waste, whereas pump cag-
es can become blocked over time.The pump in this system is pumping clean, filtered water 
and therefore does not need as much maintenance. It also doesn’t usually need to pump the 
water to as much of a head in comparison to many pump fed filter systems, so the flow-rate 
isn’t reduced as much.There are no cables or hoses coming from the pond which can look 
unsightly and may trap debris in the pond. Water entering the filter isn’t as turbulent as in a 
pump fed system.

11. Gravity setup

Figure 6: Gravity setup overview

11.1 Advantage gravity setup

11.2 Example gravity setup

The big advantage of a gravity setup compared to a pump fed setup is that you need less 
power to run the same amount of water through the filter. The disadvantage is that it takes 
more time to install everything.
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It is recommended to use flexible rubber couplings when connecting the water lines. These 
can compensate for small differences in dimensions and also absorb vibration. This allows 
you to connect the pvc pipes and various filter parts and makes the installation easy.

Figure 8: Flexible rubber couplings

13. Flexible couplings

Reducer connector Straight connector End cap 

14. Slide Valve
For a gravity setup we advice to install slide valves or ball valves in front of and behind the 
filter, so that the filter can be emptied during maintenance. 

We recommend that you check your filter system at least once a month to make sure every-
thing is still running smoothly.

15. Maintenance

The filter can be filled with up to three times 100 liters (26.4 gallon) of media. A total of 300 
litres (79.3 gallon). The filter is delivered without filter media. There are many types of filter 
media on the market or you can order Aqua Exclusive Bacteria House as an option with the 
filter.

12. Bio Media

Figure 7: Aqua Exclusive Bacteria House 
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The technical drawing can be downloaded online at www.aqua-exclusive.com.

16. Technical drawing
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